





CUTTING STRAIGHT EDGES

Line up the tile where the cut is required, with the diamond cutting blade. Use the cutter
guide alongside the tile edge for support. Push the tile towards the whee!, using steady and
even pressure. Do not use excess pressure — if this is needed, check for alignment of the
Riving Blade. Cutting Guide or check if the diamond wheel s wom

CUTTING 45%and 22.5° MITRES

Lift up the mitre guide and bend out the support legs so that they wedge into the top of the
pillars on each side of the water reservoir. This is done by placing each thumb inside to
spring ot both legs together Place the tile face down on the guide and push towards the
wheel. Leave a small fiat on the edge to avoid sharp edges and chips. This small flat can
be varied by the adjustment of the gap between the quide and the cutting blade.

USING A PUSH STICK FOR SAFETY

When cutting very namow strips, or cuts close to the diamond whee!, always use a push
shick or piece of wood

CUTTING CURVES, SQUARES AND CIRCLES

Gloves are recommended for this appiication Draw the shape required onto the file.
A chinagraph pencil is recommended for marking the tile (Ref TMS854)

Lift up the splash guard and use the top of the wheel to cut your shape

Recommended for advanced users only.

CARE & CLEANING

L Before cleaning, disconnect from the mains

L Always clean sludge thoroughly from tray after use

L Wash with a clean damp cloth. Do not use a water jet or hose

¢ Keep the tile cutter free from oil and grease & store in dry conditions
[}

No regular servicing is required. In the unlikely event of operating difficulty, please contact Plasplugs direct

Always use Plasplugs genuine replacement blades. e
Product code reference RDOW110 or HGDW110 25 :
Remove the water reservoir cover Remove nut and iarge washer from shaft, then slide whesl
up from below and place it on the shaft ensuring that the labelirotation amow faces outwards

Refit washer and nut and tighten using a sultable spanner

ONE YEAR GUARANTEE

Your Plaspiugs product s guaranteed for one year from date of purchase against electncal and mechanical defects in
matenal and workmanship Repairs or part replacement required as a result of such defects will be made free of charge
dunng s penod  Proof of purchase must be provided

This guarantee does not cover damage caused by misuse negligence or Use on curent of voltage other than that
stamped on the product  The guarantee is invakd if the machine has been dismantied or interfered with in arry way and
persons other than Plasplugs consumer care depariment have attempted repairs

This guarantee 1s i hew of any other wamanty expressed o implied  This wamanty does nol affect your statutory nghts

For after sales care or any other addiional questions you may have regarding Piaspiugs thing tool product range
please contact our free-phone number on 0800 243159

TECHNICAL SPECIFICATION

Power Supply ~230V 50Hz

Power I7T5W

Geared Output 4600min  (nc load)

Max Sound Power Level  90dB{A)

To cut Ceramic, quarry terracotta slate frost proof and marble tiles
Max Cuting Depth 25mm

Max Wheel Diameter 110mme

CERTIFICATE OF CONFORMITY

DWW 110 PRO-TILER PLUS TILE CUTTER

| the undersigned NA. Tumer of Plasplugs Limited. Wetmore Road, Burton-on-Trent. Staffordshire. DE14 18D,
certify that the above product has been tested and found to comply with

BIFI92EEC machine safety directive

72123 EEC low voltage directive

B9/336/EEC EMC directive

VDE 0741 196308, VDE 0740-502 1992-12 (in reference}
EN 50144-2-5 199703 (sec 7 1 & 18101}

Signed

NA Tumer
Burton-on-Trent November 2002
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