





To adjust / move
cutter guide, pull
levers into upper
position and move
as desired. To
relock, push levers
down (diag 4). -

Do not use undue
force and ensure the
lock is secured

Fit the cutter guide to the top on either side with the
lever up. Adjust the position and clamp to lock - Do
not use undue force and ensure the lock is correctly
located (diag 5).

Push the tile towards the wheel using straight and even
pressure (diag 6). If extra pressure is needed, check for
alignment of the riving blade, cutting guide or a worn blade.
Note: Allow the cutting blade to cut at its own rate.

HELPFUL HINTS

Intermittent use of the cutting wheel will prolong its lite.
Always stop and clean down with a damp cloth or brush for
effective results.

Cutting widths can be set accurately by reading off the scale
on the edge of the machine

Switch off immediately after use

CUTTING 45 OR 22.5° MITRES

Lift mitre guide, and locate desired slots to the upstand on
inner edge of tile cutter (diag 7). Place the tile face down on
the guide and push towards the cutting wheel

CUTTING ANGLES OR TAPERS

Slide the angle guide onto fence from relevant side of cutting
wheel, and set to angle required. When making the angle
cut, push the tile firmly into the ‘v’ of the protractor guide

and cul steadily

HELPFUL HINTS

Always use a protractor / set square for measuring angles
prior to cutting

To avoid the blade cutting into the guide. cut a thin strip of
spare tile and place as shown {diag 8)

CUTTING CURVES, SQUARES AND CIRCLES

. Gloves are recommended for this application Draw the
shape reguired onto the tile
A chinagraph pencil i1s recommended for marking the
tile. Product code reference TMS854.
Lift up the splash guard and use the top of the wheel to
cul your shape (diag 9) Recommended for advanced
users only

REPLACEMENT 150MM CUTTING WHEEL

. Always use Plasplugs genuine replacement
wheels. Product code reference RDW150
or TBDW150.

Remove the water reservoir cover. Remove nut and
large washer from shaft, using spanner provided, then
pull off used wheel. Fit new wheel on to shaft
ensuring that the label/ratation arrow faces cutwards
(diag 10} Refit washer and nut and tighten with
spanner

CARE & CLEANING

. Before cleaning, disconnect from the mains

. Always clean sludge thoroughly from tray after use.

. Wash with a clean damp cloth Do not use a water jet or hose

. Keep the file cutter free from oil and grease and store in dry
conditions

. No regular servicing is required. In the unlikely event of

operating difficulty, please contact Plasplugs direct

ONE YEAR GUARANTEE

Your Plasplugs product is guaranteed for one year from date of purchase, against electrical and mechanical
defects in material and workmanship. Repairs or pari replacement required as a result of such defects will be
made free of charge during this period Proof of purchase mus! be provided

This guarantee does not cover damage caused by misuse. negligence or use on current or voltage other than
that stamped on the product The guarantee is invalid if the machine has been dismantied or interfered with in
any way and persons other than Plasplugs consumer care depariment have attempted repairs

This guarantee is in lieu of any other warranty expressed or implied This warranty does not affect your statutory
rights.

For after sales care or any other additional questions you may have regarding Plasplugs tiling tool product range
please contact our free-phone number on 0800 243159

TECHNICAL SPECIFICATION

Power Supply: ~230V 50hz

Powear: 500W

RPM - Geared Output: 4600 Min -1 (no lead)

Max Sound Power Level 50dB(A)

To cut: Ceramic. Quarry. Terracotta. Slate Marble. Frost Proof and Porcelain
Max Cutting Depth: 25mm

Max Wheel Diameter 150mme

MAIN MATERIALS: N\
Motor: Aluminium (AL - Steel (AC) - Copper (CU) { 6’-)

Machine: HIPS (AC) inbox
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